
NM-2028 
NMEA BUFFER 
DISTRIBUTOR
2 IN / 8 OUT

q Isolated 9-32VDC Power supply

q Reversed power polar�ty protect�on
q 2 x Independent galvan�c �solated �nput ports (RS232-RS422-RS485)

q Input / Output speed 2400 to 230400 bps
q Auto / S�ngle / Dual Mode operat�ng

q 24VDC 0.3 A Power consumpt�on

q Screw type term�nals
q ABS- DIN Ra�l Mount Box  105 x 86 x 58

q 2 X 4 RS422 Outputs

q NMEA Inputs LEDs �nd�cator

Techn�cal Spec�ficat�ons

The NM-2028 NMEA d�str�butor has two �ndependent �solated data �nputs and can d�str�bute data to up 
to e�ght outputs.The NM-2028 features three operat�ng modes, s�ngle mode, dual mode and auto-dual 
mode.

In dual mode the d�str�butor can be used as two �ndependent d�str�butor w�th one �nput and four 
outputs.

In s�ngle mode, data from one �nput and d�str�bute �t to e�ght outputs.

Auto Sw�tch / Dual Mode: If �nput NMEA 1 �s lost for 30 seconds, the buffer w�ll automat�cally sw�tches 
to NMEA �nput 2. Two �ndependent buffers w�th 1 �nput and 4 output s�gnals accord�ng to the DIP 
sw�tch sett�ng.

Auto / S�ngle / Dual Mode:
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NM-2028-M NMEA Buffer Operat�on:

NM-2028-MD NMEA Buffer Operat�on:

Term�nal Connect�ons

1 IN 8 OUT : Manual Mode: 1 �nput and 4 or 8 outputs can be selected as standard.
                    .

2 IN 4+4 OUT:  Manual / Dual mode: Operate as two �ndependent buffers w�th 1 �nput and 4 ouputs. 
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NM-2028-M Jumper Sett�ngs:

NM-2028-MD Jumper Sett�ngs:

NMEA 1 Input
4 Outputs

NMEA 1 Input 
8 Outputs 4 Output

NMEA 2 Input
8 Outputs
NMEA 2 Input 

NM-2028-M JP1 SHORT

JP4 OPEN
JP3 OPEN
JP2  OPEN

JP4 OPEN

JP1 SHORT
JP2 SHORT
JP3 OPEN

JP2 OPEN 
JP1 OPEN 

JP3 OPEN 
JP4 SHORT

JP2 OPEN 

JP4 SHORT

JP1 OPEN 

JP3 SHORT

NMEA 1 Input 4 Outputs

NMEA 1 Input → Outputs 1,2,3,4 NMEA 2 Input → Outputs 5,6,7,8

NMEA 2 Input 4 Outputs

NM-2028-MD JP1 SHORT

JP4 OPEN

JP2  OPEN
JP3 OPEN

JP1 OPEN

JP3 OPEN
JP4 SHORT

JP2 OPEN



Outl�ne Draw�ng:

Rv1.2
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NM-2028-AD NMEA Buffer Operat�on:

Auto mode:

S1 DIP Sw�tch:

Dual mode:

The pr�or�ty �s always on NMEA 1 �nput. If the s�gnal at NMEA �nput 1 �s lost for 30 
seconds, the buffer automat�cally sw�tches to NMEA �nput 2. If data comes from the first 
�nput, the buffer �mmed�ately sw�tch NMEA 1 �nput �s selected and transferred to the 
outputs.

It sw�tches the s�gnal at NMEA 1 �nput to NMEA outputs 1, 2, 3, 4.
 Two �ndependent buffers w�th 1-�n and 4-out s�gnals.

It sw�tches the s�gnal at NMEA 2 �nput to NMEA outputs 5, 6, 7, 8.

µ S1-1 Off: Dual mode
µ S1-2: Not used.

µ S1-1 On: Auto sw�tch mode

Jp1, Jp2, Jp3, Jp4 jumpers must be open!
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